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CONNECTION TYPE

Here you can configure the audio and video settings as wel as the type of connection your camera uses
when viewing it on a network.

Save Settngs Donit Save Settings

STREAM OPTIONS

© streamt

Stream2

MEDIA OPTIONS

© Video and Audio
Video Only
Audio Only

PROTOCOL OPTIONS

UDP unicast:
UDP muticast:
® TP
HTTP

RECORD OPTIONS
Folder: @Record

File Name Prefi: ar

Add date and time suffi to fle name

Save setings Donit Save Setings

@ Intemet [ Protected Mode: Off

Frmware Version: 1.00

Helpful Hints.

Stream Options - This
camera can send 2 stream
smukaneously, it can have
diferent configuration for
each stream, you can find
stream setup 3t the.
etup/Video and Audio.
tup pa

Media Options -
« Video and Audi: Stream|

o Video only: Stream videol
data only.

« Audio only: Stream
Audio data only.

Protocol Options -

« UDP Protocol: T

alows qualty reaktime

performance for audio and

video. Some packets may

be lost due to network

burst traffic and imag:

may be obscured.

o TCP Protocol: Packet
likely to occur

splays are more.

Record Option -
o Folder: Select target
record folder. Default folder|
i C:\Record , i this folder
doesn't exis, system wil
create it when fist
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INTERNET CONNECTION SETTINGS

In this section, you can sefup the camera's wired and wireless network interface settings. If you are.
configuring this device for the first tme, D-Link recommends that you click the Setup Wizard button, and
folow the instructions on screen. If you wish to modfy or configure the camera settings manualy, cick
manual setup to enable the Camera connection sefup.

[ intemet Comecon Setup Wiasrd ] [ Manual Intert Comnecton Seup

CAMERA MOTION DETECTION SETTINGS

In this section, you can setup the camera's Motion Detection settings. If you are configuring this device for
the first time, D-Link recommends that you cick the Setup Wezard button, and follow the instructions on
screen. If you wish to modify or configure the Motion Detection manualy, cick manual setup to enable the.
Motion Detection setup.

[T Woton Detecton Setup Vizard ] [ ManuslMoton Detecton Setup.

@ Intemet | Protected Mode: Off

jon: 1.00

Helpful Hints.

I you are an advanced

and have configured a P
camera before, clck.
Intemet Connection Setup|
Wizard' to input all the.
settings manualy.

I you are an advanced user
and you want to manualy
set up motion detection

cick ‘Motion
Detection Setup Wezard' to
input al the settings
manualy.
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Wizard NETWORK SETUP

Y o confr your LAN snd emet secns o e, seiect 01 omnecton' |

you are running a DHCP
server on your network and|

LAN SETTINGS would Iike an TP adre

assigned by your IP camera.

Dynamic NS
Image Setup

Tadoandvies  INORYSY
= Port Detai Settings alow
Motion Detecton Static IP Clent you to specty the ports

= that you reserve for HTTP

Time and Date: 1P address and RTSP Streaming.

e — Subnet mask HTTP Port i the port you
Logout Defaut router alocate in order to connect
= o the 1P camera via 2
Primary DS standard web browser.

Secondary DNS. RTSP Port is the port you
alocate in order to connect|
Enable UPnP presentation 0 streaming mobie dey

] Enable UPnP port forwarding s mobie phone or

RTSP streami
PPPOE SETTINGS "Authentication” i

Enzble ® Disable enable authentication, you
need below “access
User name name" for RTSP
connection. For example, if
authentication ble,
Confirm password | you can connect like: =
RTSP://camera ip/ ; if
Connect Status authentication is enable,
| you need connect camera
RTSP stream like:
(ive.sdp is default acc
e below options.

password

Authentication Multicast group address:
HTTP port & An 1P Muticest group
Secondary HTTP port 080
Access name for streamt video.mpg

Access name for stream2 video2.mipg

in ther data pacets.

ETE s use this group.

to inform the

FTP port Inetwork that they are

ed in receving
ent to that group.

RTSP STREAMING

@ Intemet [ Protected Mode: Off
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RTSP STREAMING Fnr example, if some

tent & associated w
Authentication dsable ~

FTP

‘Access name for stream1 ve.sdp
‘Access name for stream2 ve2.sdp

RTSP port 554 ork that they are
ving data

RTP port for video 5556 packets sent to the group

239.1.1.1. The rec

RTCP port for video ‘Joins” 239.1.1.1.The

RTP port for 2udo Multicast address ranges
RTCP port for audio
] Enable muticast for stream 1

"Multicast video port”

Multicast group address 215199 seta port for multicast

video, please choose
Mulicast video port (5550 between 1025 and 65534.
Multicast RTCP video port -

Mukicast audio port port” Set a port for
[ muticast video, please
Mukicast RTCP audio port choose between 1025 and
Mukicast TTL[1~255]
"Multicast audio port™
7] Enable multicast for stream 2 B

Muticast group address 239.125.1.100 video, please choose
between 1025 and 65534.

equivalentl, 224.0.0.0/4

Muticast video port e
"Multicast RTCP audio
Mukicast RTCP video port port” Set a port for

[ muticast video, please
Mukicast audio port choose between 1025 and

Mukicast RTCP audio port

Mukicast TTL[1~255] 5 “Multicast TTL" et a
[ Time to Lve(TTL) value for
mutticast packet, please

TWO WAY AUDIO choose betw

‘Two way audio port 060

@ Intermet| Protected Mode Off
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AL oons Helpful Hints.

[EETEE ‘The Dynarmic DNS feature allows you to host 3 server (Web, FTP, Game Server, etc...) usng a domain name | ARSI AR

that you have purchased ( htep://www.whateveryoumames.com) wih your dynamicaly assgned IP address. | (A rultnd
Lo | post broadband Intemet Service Providers assgn dynamic (changing) IP addresses. Using 3 DDNS service provider that chan

Image Setup. provider, your friends can enter your host name to connect to your game server no matter what your 1P modem IP addre:
] | 2dress i periodicaly. T

Audo and Video
Motion Detection Sign up for D-Link's Free DDNS service at www.DLinkDDNS.com.
o= connecting through an 1P

e sndDate
il SaveSetings ] (__Don'tSave setings addres

Event Setup

Logout

7] Enable DDNS

Server name o dinkddns.com(Free)

[Dyndns.org(Dynamic)
[Dyndns.org(Custom)

Host name

User name.
password
Confim password
Status

Save setings Donit Save Setings

SECURITY

@ Intemet | Proected Mode: Off
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IMAGE SETUP Helpful Hints...

Note: If parameters are changed without saving, they wil be effective until the next system power up. ﬂ:l: "'.",",’fml ;wms vil fip the
Dynamic DNS e vertialy.

T Save Settngs Donit Save Settings [ ——

Image Setup You may need to choos

Audo and Video LIVE VIDEO

Motion Detection system operation at 3 bas

_—— 50 Hz frequency.
Time and Date. &

Event Setu

i A white
Logout

Mirror: - This wilfip the
image horzontaly in such a
way that your left side wil

ct either for
lor or B/W (black and
white, monochrome) video

IMAGE SETTINGS

coor cr - B
Power Ine frequency ook + left top of video.
Video orientation O rp
[ mirror
Options of Video © Video qualty first

Overiay title and time

Video frame rate frst
White bakznce Ao+

Maximum Exposure Time Auto

Brightness w0 v

Sharpness e

Overlay title and time stamp on video o

Save setings Donit Save Setings

SECURITY

@ Intemet | Proected Mode: Off
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W AuDIO AND VIDEO Helpful Hints..

Higher frame size, frame
rate and bit rate rate g
better video quaity. At the

- ame time, i requires more.
Save Settngs Donit Save Settings L

VIDEO QUALITY SETTINGS FOR STREAM1 For best viewing resufs on
a mobile phone, we

Mode etting the Frame.

This section alows you to configure the sound and video of your camera. You can configure different settings

[Ep— depending on whether you are viewing content from a PC or a Mobie Phone / PDA.

Image setup

Motion Detection

MPEG4 +

Time and Date:

T Frame sze. 540480+

= 76144
Logout Maximum frame rate 32009 Mode: It can be efther
B | V020 quaity 5 JPEG or MPEG4. In JPEG

mode, the video frames are
st2kes - independent. However,
Ercelent + MPEGS consimes much
network bandwith than
pec.

Constant bit rate.
© Foed qualty

VIDEO QUALITY SETTINGS FOR STREAM2
Frame Size: Three optio

Mode P v ext for the szes of the.
video di
recommended using

Frame sze. s v

Maximum frame rate Fy - 176x144 for mobie viewing
and 640x480 for computer
Video qualty Good v viewng.

Access name video2.mipg

Video Quality: This Imit:
the maximal refresh frame

rete, which can be
AUBIO]SETVINGS) ombined with the "Fixed

qualty” to optimze the
bandwidth utization and
[ Mute video quaity. If the User
wants to fix the bandwidth
Internal microphone input gain 05 - utiization regardes

Use Intemal

video qualty, cho
External microphone input ®0db © 20db "Constant bit rate” and
Audio type AAC © GSM-AMR lect the d

AACbit rate 128Keps + bandwidth.

GSM-AMR bit rate

220085 ~ Internal
input gai
configure the gai for your
(Savesetings ) [ Dosiawsetis ) microphones, Please note
Save Settrg DoritSave Seting that dB stands for decbels,
5 unit of audo

surement. More.
ve value

louder, whie more d
a5 3 negative value
Indicates that the sound is
quieter.

@ Internet | Protected Mode: Off #100% v
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Higher frame size, frame
rate and bit rate rate g
better video quaity. At the

- ame time, i requires more.
Save Settngs Donit Save Settings L

VIDEO QUALITY SETTINGS FOR STREAM1 For best viewing resufs on
a mobile phone, we

Mode etting the Frame.

This section alows you to configure the sound and video of your camera. You can configure different settings

[Ep— depending on whether you are viewing content from a PC or a Mobie Phone / PDA.

Image setup

Motion Detection

MPEG4 +

Time and Date:

T Frame sze. 540480+

Maximum frame rate LSS Mode: It can be efther
Video qualty JPEG or MPEG4. In JPEG

mode, the video frames are
Constant bt rate Si2kbps ~ independent. However,
© Fxed qualty

network bandwidth than
Frame Size: Three optior
Mode PEG - exist for the sizes of the
video di
recommended using
176x144 176x144 for mobile viewing
Maximum frame rate 320x240 and 640x480 for computer
Video qualty seoxs80 viewing.

Access name

Logout

Frame sze. s v

Video2.mipg

Video Quality: This Imit:
the maximal refresh frame

rete, which can be
AUBIO]SETVINGS) ombined with the "Fixed

qualty” to optimze the
bandwidth utization and
[ Mute video quaity. If the User
wants to fix the bandwidth
Internal microphone input gain 05 - utiization regardes

Use Intemal

video qualty, cho
External microphone input ®0db © 20db "Constant bit rate” and
Audio type AAC © GSM-AMR lect the d

AACbit rate 128Keps + bandwidth.

GSM-AMR bit rate

220085 ~ Internal
input gai
configure the gai for your
(Savesetings ) [ Dosiawsetis ) microphones, Please note
Save Settrg DoritSave Seting that dB stands for decbels,
5 unit of audo

surement. More.
ve value

louder, whie more d
a5 3 negative value
Indicates that the sound is
quieter.

@ Internet | Protected Mode: Off #100% v
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Wizard

Network Setup
Dynamic NS
Image Setup

Audo and Video

Time and Date:
Event Setup

Logout

SECURITY

LIVE VIDEO

ADVANCED MAINTENANCE

STATUS

In order to use motion detection you must first check the Enable Motion Detection checkbox. A maximum of
3 windows can be created each with ther own separate

MOTION SETTINGS
Enable motion detection

DCS-3110(TCP-AV

rindow

2008/08/08 15:41:27]

NSty rang

HELP

Helpful Hints.

[Sensitivity - Sets the
senstivcy for motion
detection. Red bars on the
Sensicwviy Bar indicate the
level of senstivty for
motion detection. As
motion is detected the
level wil ise depending on
the frequency of the
movement.

Percentage - Adjusting
the percentage alows you
0 set a requrement on
how much of the motion
window must be filed by
movement. Example: If you
et this to 50%, then the
selected window must be
haf filed by 2 moving
object before t triggers
motion detection.
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TIME AND DATE
‘The Time Configuration option alows you to configure, update, and maintain the correct tme on the interal

system clock. From this section you can set the time zone that you are in and set the NTP (Network Time.
Protocol) Server. Dayight Saving can also be configured to automatical adjust the time when needed

Curtent Server Tme: 08 Aug 2008 15:41:3¢
Time Zone: (GMT-+10:00 Brisbane, Canberra, Melbourne, Sychney, Guam, Viadvostok
Enable Daylight Saving: ~ [7]

Daylght Saving Dates: Month Week Day of Week Tme
DSTStart  Jan v Bt v 2am

DST End n Bt v 2am

AUTOMATIC TIME CONFIGURATION

Enable © Disable

NTP server.

Update interval one hour

SET THE DATE AND TIME MANUALLY

Year 208+ Month

Hour 5 v Minute. Second

Copy Your Computer's Tme Settngs.
Save setings Donit Save Setings

@ Intemet [ Protected Mode: Off

Helpful Hints...

Good timekeeping i
important for accurate logs

Time Zone: Select your
tme zone from the drop-
down menu.

Enable Daylight Saving:
ving time.

Daylight Saving Dates
You may configure the.
dayight saving date and
tme.

Automatic Time
Configuration: Enable ths|
feature to obtain tme
configuration automatically
from NTP server.

INTP Server: Network Time|
Protocol (NTP)
synchronizes the IP camera

Update Interval: The
tme interval for updating
the tme information from
INTP server.

Copy Your Computer's
Time Settings: Set the.
date and time manualy:
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Helpful Hints...

Ac I | Event setup

pesre) There are four sections in Event Setup page. They are event, server ,medi and recording. Click Add to pop
2 window to add a new item of event, server, medi or recording. Clck Delete to delete the selected ftem
i B | f1om event, server, media or recording. Cick on the ftem name to pop a window to edt . There can be at
Inage Setup most three events and two recording. There can be at most five server and five meda configurations.

media first before setting
event. The server

media which selected in
event it are not be able.

“audio and Video o mody or delete. P
Motion Detection nmnn( yf :uu v/ant to delete|
Name Type s/ Location or modify them.

[ Recommend using different

media in different event to
make use all media be

comectly. If using the same
Media freespace: 4800KB media i different event:

Name Type

EVENT receive any media; ther
would be only notiicatior

Name Status Sun Mon Tue Wed Thu Fri Sat Time Trigger

Name Status Sun Mon Tue Wed Thu Fri Sat Time Source Destination

Dynamic NS

@ intemes | Protected Mode: Off L00% -
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= vevioro |G  Aovanced MAINTENANCE staTus “
SERVER

You can set at most 5 different servers here for diferent event.

£
Aud d Vid SERVER TYPE a

Server name:

© Emal BEE
Event Setu dd
- Sender emai address

Recpient emai address

Server address

User name.

password d fold
Server port 3 9

FTP
Server address
Server port 21 L
User name.
password d g

Remote folder name. 4

Passive mode
HTTP
R ol RL*The i
User name
Password
Network storage. d.
Network storage location o .v o!
(for example: \\my_nas\diskifolder) B :
Workgroup g
User name
Password

Primary WINS server

Save setings Donit Save Setings

Done @ intemes | Protected Mode: Off R100% ~
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DCs-3110 IVE VIDEO SETUP. ADVANCED MAINTENANCE STATUS J

Wizard

MEDIA <P
pesre) You can set at most 5 different meda here for different event. z a
Dynamic NS, =
=t :
Inage Setup 5 5 z
Motion Detecton Media name: o |
T and Date 7
Snapshot. end Pre-event image:
Source: Streamt v :
Send 1 pre-event image(s) [0~7]
Send 1 post-event image(s) [0~7] .
Fie Name Prefi e prefix
[T Add date and time suffix to fie name. ' e
Video Clp. g
Source: Streamt v and
Pre-event recordng: 0 seconds [0~0] K it 1o add timing
Maximum duration: 5 seconds [1~10] [ |
Maximum fle sze: 500 Kbytes [50~800] "
Fie Name Prefi deo cip
© Systemlog :

@ Intemet [ Protected Mode: Off
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You can set at most 3 events like motion detection or digital input trigger here and arrange the detection
> o schedule at the same time.
.

EVENT

Event name:
Eventeun ] Enable this event
5 priorty: nomal +

Defay for 10 seconds before detecting next event [For motion detection and digital mput]

TRIGGER

Video motion detection
Detect motion in
Note: Please configure Motion Detection frst

Periodic
Trigger every 1| minutes
Digtal nput
© System boot

EVENT SCHEDULE

ACTION

[T Trigger D/O for 1 seconds
Oc
Attached meda:
Folder:

o

Save settngs Donit Save Setings

@ Intemet [ Protected Mode: Off
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wizard
Network Setup
Dynamic NS,
Inage Setup
Audo and Vdeo
Motion Detecton
T and Date

ntSetup

Logout

RECORDING

You can setup schedule recording to network storage with your specfy week day and time period.

Recording entry name:

[C] Enable this recording
Priorty: normal
Source: Steami

RECORDING SCHEDULE

RECORDING SETTINGS

Destination CF v
Folder:

Total cyciing recording size: 1000 Kbytes [1000~200000000]
Size of each file for recording: 200 Kbytes [200~6000]
File Name Prefix:

Save setings Donit Save Setings

@ Intemet [ Protected Mode: Off
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o1 AND DO el s,

= The 1/0 connector provides the physicel nterface for cigal output (DO) and digtal input (DI) that s used for | Ml st
connecting a diversty of external abim devices to the PTZ IP camera sich s IR Sensors and darm relays. provides 2 general /O
terminal bock with one
Acc The digtal iput s used for connecting exteral aarm devices and once triggered images wilbe taken and e- | Kl b
L B | | ed switch for device c
Logout el Pin DL+ and pin DI- Gan be.

- connected to an extemal
or and the siate of
voltage wil be montored
fiom the ntal state "LOW.
DLAND DO The relay switch of pin
Digital input: The active state is Low ~ ; the current state detected is High DO-+ and pin DO- can be
used to tum on or off the
extemal device. Pleas
refer to manual for detai
connection digram.

IR

Digial output: The active state is Grounded ~ ; the current state detected is Open

@ Intemet [ Protected Mode: Off
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012nd00 Rs485 Helpful Hints..

‘The Rs485 alow you to control the Network Camera's Pan/Tit operation by connecting with a PTZ scanner. | [l bl aald
R ct thi option to enable

Save Settngs Donit Save Settings Eziesston

[C] Enable PTZ Operation

D: ct from lt. And

lect the Baud rate, Data
Baud rate: bits, Stop bits and Parity
protocol

Data bits: 5~
Stop bits: 1
Party bi: none +

Preset Positon Custom Command

Save setings Donit Save Setings

@ Intemet [ Protected Mode: Off
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DI and DO

RS%ES An R(Infrared) Cut-Removable(ICR) fiter can be disengaged from the image path for increased sensitivity in
P Tow fght environmens, The ICR fiter wil automaticaly engage depending on the ambient ight, alowing the
L _________| cmen to be effective in day/night environmens t /
Acce 1. Select the Day/MNight from the radio button. The avaiable options are Automatic, Schedule mode, Day el ot otcticaly
mode and Night mode. Tl

Logout mode and changes to the
N S | 2. The default value is Automatic. e e ol

means disable the IR Cut
Fiter.

The day/Night:

IR-Cut Removable fiter trigger condition: Night mode: The Night
mode means enable the IR
© Automatic Cut Fter.

Day mode schedule mode: Set the | 8
Night mod Day/Might mode using the
gt mode. chedule. Fil in the time
Schedule mode
Day mode(24hr)

From [07 ~][00 ~]to [18

to Day mode.
s the Day mode|

retums to the Night mode
at the end time.

Save setings Donit Save Setings
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LN Access LisT

R8s Here you can se access permissons for users £0 view your DCS-3110.

o ALLOW LIST

Logout Start 1P address

End IP address

Delete alow st 10.0.0 ~255.255.255.255 v

DENY LIST

Start 1P address

Remove the customzed
End IP address setting from the Alow Lit.

Delete deny ist Deny List:

@ Intemet [ Protected Mode: Off
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Device Management

Backup and Restore

Firmuare Update

DEVICE MANAGEMENT

You can change to camera's administrative password s well as adding more user accounts for accessing the.
G@mera.

ADMIN PASSWORD SETUP

Password:

Retype password:

ADD USER ACCOUNT

User name:

Password:

Confim password

Priviege: © Administrator
Normal User

Guest

User name:

User password:

Authentication: Adminitrator
Normal User
Guest

CAMERA NAME

Camera Name: DCs3110

@ Intemet [ Protected Mode: Off

Helpful Hints...

For securty reasons, it &
recommended that you
change the Login Name.

re to write down the.
new Login Names and
Passwords to avoid having
o reset the camera i the.
event that they are
forgotten.

ername: The username.
for the new account.

[Adminitrator can configure

al the setup.

Operator can use PTZ

function and set preset
on but can not enter

video and audio.

Manage user: Managing the
or the existing

Authentication: The ac
right for the existing u

Camera name: You can
access this device by using
the name in your w
browser. For example: By
defaut you can enter
http://DCS_3415.
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Helpful Hints.

Device Management TG D e
You can tum off the front panel LED, restore to factory default and reboot the camera. ALl

e b~ oo e
Firmware Update option to turn off the
hesco trelan

fhome e prevent anyone from

5] Turn off the LED indicator observing the operation of
the P Camera.

CF SETUP. Restore to Factory

Default™ This option wil

et e amer ack o

ctory default setting
This wil remove all the.

RESTORE configuration settings that

were made previously.
Restore al settings to factory defauk.

Reboot”™ This option wil
restart the camera.

REBOOT Note: Please Format CF

card before use. The entire|
data in the CF card wil be.
after formatting.

Reboot the system

@ Internet | Protected Mode: Off H100% v
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Helpful Hints...

Ll OB | FIRMWARE UPDATE

EEnoiETe A new fimware upgrade may be avaiable for your "DCS-3110". It s recommended to keep your "DCS-3110" | |tk inikiaatahd

firmware up-to-date to maintain and improve the functionalty and performance of your interet camera. Cick | Ml A
Frmveretpgere | =l
L here D-Link t Page to check for the latest firmware version avaiable. o t;‘";nmm"::majﬂ :f

To upgrade the frmware on you please download and save the latest fimware version from the | AN ANREGETRR
D-Link Support Page to your local hard drive. Locate the fie on your local hard drive by cicking the Browse. [ e S
button. Once you have found and opened the file using the browse button, cick the "Upload” button to feature of the IP

camere, check our support
start the fimware upgrade. ek o

Logout

on
FIRMWARE INFORMATION our support site fink and

e ff an updated fimware.
Current Fimware Version 1.00 avaiable for your IP

Current Fimware Date: 28 May 2008 camera.

FIRMWARE UPGRADE

Fie Path

@ Intemet [ Protected Mode: Off
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Logout
BASIC INFORMATION

Camera Name:
Date and Time:
Frmware Version:
1P address:
Subnet mask:
Defautt router:
Primary DIS:
Secondary DNS:
PPPOE:

DDNS:

Helpful Hint

Al of your network connection detais are displayed on this page. The firmware version is 2so displaved here. | [IAUMAMIN

connection detaik are
displayed here.

DCS3110

08 Aug 2008 15:46:31

1.00, 28 May 2008

192.168.0.20

@ Intemet [ Protected Mode: Off
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Device Info

Logout

Bage + (G Tools v £,

View 3 summary of device information here.

REMOTE LOG

[Tl Enable remote log
Log server settings
1P address

Port

CURRENT LOG

Aug 8 14:52:20 syslogd 1.4.1: restart.
Aug 8 14:52:25 [DRM Service]: Starting DRM service.
Aug 8 14:52:35 [VIDEO SLAVE][582]: [305] connect to socket
[/var/runjvenc/s0/mediasck_2] error!, ERRNO :No such file or directory
Aug 8 14:52:35 [VIDEO SLAVE][591]: [305] connect to socket
[/var/runjvenc/s1/mediasck_2] errorl, ERRNO :No such file or directory
7 [SYS]: Recording entry O stop
7 [SYS]: Recording entry 1 stop
8 [EVENT MGR]: reload config file:
: Serial number = 001CF0790E22
System starts at Fri Aug 8 14:52:39 UTC 2008
NET INFO
Host IP = 192.168.0.20
Subnet Mask
Gateway =
Primary DNS
: Secondary DNS =
IP 192.168.0.20

3 [RTSP SERVER]: Stop one session, IP=192.168.0.8
4 udhcpe: 1P 192.168.0.20
1 [RTSP SERVER]: Stop one session, [P=192.168.0.149

@ Intemet [ Protected Mode: Off

Helpﬁll Hints..

nable remote log”

TP address” remote log
rver P,

"Port” the default port is





