
DES-3226S Screencaptures 
 
 

 
 



 
 



 
 



 
 



 
 



 
 



 
 



 
 



 
 



 
 



 
 



 
 



 
 



 
 



 
 



 
 



 
 



 
 



 
 



 
 



 
 



 
 



 
 



 
 



 
 



 
 



 
 



 
 



 
 



 
 



 
 



 
 



 
 



 
 



 
 



 
 



 
 



 
 



 
 



 
 



 
 



 
 



 
 



 
 



 
 



 
 



 
 



 
 



 
 



 
 



 
 



 
 



 
 



 
 



 
 



 
 



 
 

 
 
 



 
 



 
 



 
 



 
 



 
 



 
 

 
 
 



 
 

 
 
 



SETTING IP ADDRESS VIA HYPERTERMINAL: 
 
DES-3226S:4#config ipif System ipaddress 192.168.0.1/255.255.255.0 
Command: config ipif System ipaddress 192.168.0.1/24  
 
 Success.  
 
DES-3226S:4# 
 
LOADING FIRMWARE VIA TELNET & TFTP: 
 
DES-3226S:4#download firmware 192.168.0.249 DES3226S_300B24.had 
Command: download firmware 192.168.0.249 DES3226S_300B24.had 
 
 Connecting to server................... Done. 
 Download firmware...................... Done.  Do not power off! 
 Please wait, programming flash......... Done. 
 Saving current settings to NV-RAM...... Done. 
 Please wait, the switch is rebooting... 
 
TRAFFIC SEGMENTATION: 
 
Firmware should be ver. 2.00B12 or higher 
 
command should be 
 
config traffic_segmentation 1:2 forward_list 1:1 
config traffic_segmentation 1:3 forward_list 1:1 
config traffic_segmentation 1:4 forward_list 1:1 
 
etc. 
 


