
SHARE YOUR PRINTER AND MULTIFUNCTION EQUIPMENT WIRELESSLY
The DPR-1040 Wireless G Print Server lets users share a USB printer across a network, while also providing scan and fax functions to those who use 
multifunction equipment. Use the WPS button neatly located on the side of the device to set up a secure wireless connection to your router or access point in 
seconds, giving you the time to enjoy the benefits of this stylish and compact device.

HIGH SPEED OPERATION
Equipped with a powerful CPU, large memory, high speed USB 2.0 port and up to 100Mbps network data transfer, this print server makes your operations fast and 
efficient. Printers attached to the DPR-1040 can print, scan, and fax at the same time, giving this device better performance than any software-based print server 
at a fraction of the cost.

ACCESS SECURITY AND MULTIPLE OS SUPPORT
The DPR-1040 provides all the necessary security you need by allowing the administrator to configure user access rights to the printer. It supports computers 
running the Windows 2000/XP/Vista and Apple Mac operating systems.

REMOTE PRINTING SUPPORT
The DPR-1040 supports the Internet Printing Protocol (IPP), enabling remote users to output to their printer even when they are away from the office. The print 
server also provides network administrators with critical information about the network printer. Regardless of where you are, with this print server never again 
worry about being unable to print out important files.

WIRELESS G MULTIFUNCTION PRINT SERVER

SHARE YOUR MULTIFUNCTION EQUIPMENT

SHARE YOUR PRINTER WIRELESSLY
Share your printer/multifunction equipment

with anyone on the network

SUPPORTS MULTIFUNCTION EQUIPMENT
Compatible with scanning and fax functions of

multifunction equipment

EASY CONNECTION TO YOUR WIRELESS ROUTER
Use Wi-Fi Protected Setup (WPS) to create a secure

wireless connection in seconds

DPR-1040



STANDARDS
 IEEE 802.3 
 IEEE 802.3u 
 USB 2.0 
 IEEE 802.11b 
 IEEE 802.11g 

DEVICE INTERFACES
 802.11b/g wireless LAN 
 1 USB 2.0 port 
 1 10/100BASE-TX Ethernet LAN port 

WIRELESS FREQUENCY RANGE
2.4GHz to 2.5GHz 

WIRELESS ANTENNA TYPE
PIFA antenna 

WIRELESS SECURITY
 64/128 bit WEP 
 WPA/WPA2 (Wi-Fi Protected Access) 
 WPS support (Wi-Fi Protected Setup) 

DEVICE MANAGEMENT
  Through Internet Explorer v6 or later; or other Java-enabled  
browsers

 DHCP server and client 
  Print Server setup and management program running under  
Windows

DIAGNOSTIC LEDS
 Power 
 Ethernet 
 USB 
 Wireless 
 WPS 

POWER INPUT
 5.0V DC/1.2A (Through external power adapter) 

OS SUPPORT
 Windows Vista/XP/2000 
 MAC OS X 10.4.x 

OPERATING TEMPERATURE
 0º to 40ºC (32º to 104ºF) 

STORAGE TEMPERATURE
 -25º to 55ºC (-13º to 131ºF) 

HUMIDITY
 5% TO 95% non-condensing 

DIMENSIONS
 58.1(W) x 26.5(H) x 90(D)mm (2.28 x 1.04 x 3.54 inches) 

WEIGHT
 82g (2.88oz) 

CERTIFICATIONS
 FCC Class B 
 CE 
 C-Tick 
 IC 
 CSA 

PRINTER COMPATIBILITY LIST
  CANON: 865R, 960I, LBP3200, PIXMA MP130, PIXMA MP370, PIXMA  
MP450, PIXMA MP500, PIXMA MP600, PIXMA MP760, PIXMA 
MP780, PIXMA MP830, PIXMA MP950, S400, FJ890, IP 1000, IP 8500

 DELL: A920, A940 
  EPSON: 480SXU, C45, C63, C1100, CX1500, CX3810, CX4100, CX4800,  
CX5100, CX5900, CX7800, EBL-6200L, LP-1300, PM-800DC, PM-940C, 
RX-630, R310, R800

  HP: 960C, 1500L, 1600, 2600N, 2605, CM 1015, 3745, 3845, 3930, 5160,  
5740, 6540, 6840, D1330, D2360, F380, 1012, 1020, 1022, 1160, 2200D, 
3015, 3050, M1005, 4110, 4255, 5510, 5610, 6110, 6210, 6310, 7210, 
7310, 7410, C6180, K850, 1215, 2610, 2710, 3210, 3310, 335, 375, 385, 
422, 425, 428, 475, 7260, 7550, 7850, 7960, 8050, 8250, 8450, 8750, 
C4385, C5280, C6180, D5160, D5180, D7160, D7360, PSC 1210, PSC 
1315, PSC 1350, PSC 1410, PSC 1507, PSC 1510, PSC 1600, PSC 1610, 
PSC 2210, PSC 2355, PSC 750

 KYOCERA: FS-3820N 
  LEXMARK: E232, X1185, X1195, X4550, X6200, X7170, X8350, Z33, Z53,  
Z818, X4270, X5150, X2350, X3350

 OKI: OKI-C5400N 
 SAMSUNG: M-1710, SCX-4200 

DPR-1040
WHAT THIS PRODUCT DOES
The DPR-1040 Wireless USB Print Server is a 
versatile print server ideal for use at home, the 
offi ce, school or business. Supporting scan, fax, 
and print functions, the DPR-1040 can provide an 
easy and cost-effective way to share your printer 
over a network.

FEATURES
+  Wireless 802.11g with WPS (Wi-Fi Protected 

Setup)

+ 1 USB 2.0 port for your printer

+  1 10/100BASE-TX Ethernet port

+  Supports Internet Printing Protocol (IPP) for 
remote printing over the Internet

+  Supports a wide range of printers including 
GDI

+  Supports scan and fax functions of 
multifunction equipment

+ Supports TCP/IP, LPR, RAW, IPP

TECHNICAL SPECIFICATIONS
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Ethernet LAN Port
 Connects to Ethernet Network

USB Printer Port
Connects to USB Printer

Power Socket
Connects to Power Adapter

802.11g WLAN Inside
Connects to Wireless Network


